
2 LAYER FINISH SYSTEM OR
VINYL LINER ON TOP OF 1 4"
(6.35mm) BASE COAT WITH
FIBER MESH

SECURE LADDER
DIRECTLY TO ICF
CONCRETE CORE

REINFORCED
CONCRETE SLAB AS
PER STRUCTURAL
DESIGN

AMVIC
AMPEX
INSULATED
HYDRONIC
PANELS

PEX
PIPING

BEVEL CORNERS
WITH BASE COAT

GROUT

4" (102mm) DRAINAGE
TILE PLACED AROUND

THE PERIMETER OF THE
POOL, WRAPPED IN

GEOTEXTILE MATERIAL

GRANULAR FILL
WRAPPED IN

GEOTEXTILE MATERAL

Min. 12" (305mm)
FREE DRAINING

BACKFILL ALONG THE
FOUNDATION WALL

CERAMIC TILE FINISH
OR SIMILAR

REINFORCED 8" (305mm)
AMVIC ICF FOUNDATION
WALL AS PER STRUCTURAL
DESIGN

DIMPLED DRAINAGE
MEMBRANE ON TOP OF

SELF ADHERING ICF
WATERPROOFING

MEMBRANE

REINFORCED CONCRETE FOOTING
AS PER STRUCTURAL DESIGN

8" (203mm) R22
DOUBLE SIDED TAPER

TOP AMVIC ICF

NON-FROST SUSCEPTIBLE
COMPACTED GRANULAR FILL

ALL DETAILS SHALL BE CONSTRUCTED IN ACCORDANCE WITH LOCAL BUILDING CODE AND CLIMATIC ZONE REQUIREMENTS. THE FOLLOWING INFORMATION IS
PROVIDED AS A GUIDELINE ONLY AND CAN BE CHANGED WITHOUT NOTICE BY ALLEGUARD.
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alleguard.com1(877) 470-9991

8" R22 AMVIC™ ICF POOL
FOUNDATION WALL WITH FOOTING
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