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MIN. 3-1/2"
(38mm)

BEARING ON
CONCRETE

2-1/2" x 1 8"
(63.5x3.2mm)

BEARING
PAD

MASONRY
VENEER
WITH 1"

(25mm) AIR
GAP AND

BRICK TIES

PARAPET
FLASHING

 DOUBLE
TAPER TOP
AMVIC ICF

1
2" (13mm) GYPSUM BOARD

8" (203mm) R22 AMVIC ICF

HORIZONTAL
AND VERTICAL

REINFORCEMENT
AS PER

STRUCTURAL
DESIGN

WET SET DOWELS
TO MARCH

VERTICAL
REINFORCEMENT
BETWEEN POURS

AS REQUIRED

ABOVE
GRADE SELF

ADHERING
MEMBRANE

TWO LAYERS OF
RIGID INSULATION,
STAGGERED JOINTS

FULLY ADHERED ROOF
MEMBRANE ON COVER
BOARD WITH BALLAST

WOOD BLOCKING

CANT STRIP

PRECAST
CONCRETE
SLAB

CONCRETE
TOPPING

CORRUGATED
METAL CLADDING

ALL DETAILS SHALL BE CONSTRUCTED IN ACCORDANCE WITH LOCAL BUILDING CODE AND CLIMATIC ZONE REQUIREMENTS. THE FOLLOWING INFORMATION IS
PROVIDED AS A GUIDELINE ONLY AND CAN BE CHANGED WITHOUT NOTICE BY ALLEGUARD.
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8" R22 AMVIC™ ICF TALL PARAPET
WITH MASONRY VENEER
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