
HORIZONTAL AND VERTICAL
REINFORCEMENT AS PER
CODE OR AS SPECIFIED

MIN. 12" [305mm]

MIN. 12" [305mm]

HORIZONTAL AND VERTICAL
REINFORCEMENT AS PER
CODE OR AS SPECIFIED

NEW 8" R22
AMVIC ICF WALL

HORIZONTAL REBAR MIN.
10M @ 16" (406mm) O.C.
EPOXY INTO EXISTING
CONCRETE WALL.
CONCRETE COVER FROM
INTERIOR SHOULD NOT BE
LESS THAN 1" (25mm)

NEW 8" R22
AMVIC ICF WALL

8" [203mm]

EXISTING
CONCRETE WALL
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HORIZONTAL REBAR MIN.
10M @ 16" (406mm) o.c.
EPOXY INTO EXISTING
CONCRETE WALL.
CONCRETE COVER FROM
INTERIOR SHOULD NOT BE
LESS THAN 1" (25mm)

ALL DETAILS SHALL BE CONSTRUCTED IN ACCORDANCE WITH LOCAL BUILDING CODE AND CLIMATIC ZONE REQUIREMENTS. THE FOLLOWING INFORMATION IS
PROVIDED AS A GUIDELINE ONLY AND CAN BE CHANGED WITHOUT NOTICE BY ALLEGUARD.
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alleguard.com1(877) 470-9991

8" R22 AMVIC™ ICF WALL TO EXISTING
FOUNDATION CONCRETE WALL
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